
IP65 weather protection

Superior BMS with
branded battery cells

Wide compatibility

Features and advantages 

Aerosol fire protection

WiFi remote monitoring

Integrated heating

UNIV7600 (H) Pro



Component

MODEL

2*Modules
1*Control Box

1*Base

3*Modules
1*Control Box

1*Base

4*Modules
1*Control Box

1*Base

5*Modules
1*Control Box

1*Base

6*Modules
1*Control Box

1*Base

7*Modules
1*Control Box

1*Base

8*Modules
1*Control Box

1*Base

UNIV-HVST15k UNIV-HVST23k UNIV-HVST31k UNIV-HVST38k UNIV-HVST46k UNIV-HVST54k UNIV-HVST62k

BATTERY PARAMETERS

Battery Type

Total Energy (kWh)

Usable Energy (kWh)

Nominal Capacity (Ah)

Nominal Voltage (Vdc)

Voltage Range (Vdc)

Recommended Charge/Discharge Current (A)

Recommended Depth of Discharge (DoD)

Dimension (W *H* D) (mm)

Weight (kg）

User Interface

Communication

Cycle Life1

LiFePO₄ (LFP)

15.36

14.44 

23.04

21.66 

30.72

28.88 

38.40

36.10

100

384 

46.08

43.32 

53.76

50.53 

61.44

57.75 

153.6 230.4 307.2 460.8 537.6 614.4 

134.4 ~ 172.8 201.6 ~ 259.2 268.8 ~ 345.6 336 ~ 432

50 / 50 

90 %

403.2 ~ 518.4 470.4 ~ 604.8 537.6 ~ 691.2

660*541*450

154 

660*685*450

220 

660*829*450

286 

660*973*450

352 

660*1117*450

418 

660*1261*450

484 

660*1405*450

550 

APP + Wi-Fi

 CAN / RS485

≥8000 cycles / 10 years

CERTIFICATIONS AND SAFETY

Fire Protection System

Certification

Compatible Inverters

Built-in aerosol fire extinguisher

UN38.3/MSDS/IEC 62619/CE-EMC/CE-RED

Solis, GoodWe, Growatt, Solinteg. etc.

OPERATING CONDITIONS

Battery Heating

Charge Temperature Range

Discharge Temperature Range

Storage Temperature

IP Rating

Installation Type

Cooling Type

Altitude

-20 ℃ ~ 55 ℃ 

-20℃ ~ 55℃

IP65 

Stackable 

Natural 

≤ 2000 m

-20 ℃ ~ 55 ℃

Integrated automatic heating

[1] Test conditions:0.2C Charge & Discharge, 25 ℃, 90% DOD
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